§80.217

13The frequencies 156.775 and 156.825 MHz
are available for navigation-related port op-
erations or ship movement only, and all pre-
cautions must be taken to avoid harmful in-
terference to channel 16. Transmitter output
power is limited to 1 watt for ship stations,
and 10 watts for coast stations.

(g) * * %

(1) All transmitters and remote control
units must be capable of reducing the carrier
power to one watt or less;

(2) Except as indicated in paragraph (g)(3)
of this section, all transmitters manufac-
tured after January 21, 1987, or in use after
January 21, 1997, must automatically reduce
the carrier power to one watt or less when
the transmitter is tuned to 156.375 MHz or
156.650 MHz, and must be provided with a
manual override switch which when held by
an operator will permit full carrier power op-
eration on 156.375 MHz and 156.650 MHz;

(3) Hand-held portable transmitters are not
required to comply with the automatic re-
duction of carrier power in paragraph (g)(2)
of this section; and

* *

* *

§80.217 Suppression of interference

aboard ships.

(a) A voluntarily equipped ship sta-
tion receiver must not cause harmful
interference to any receiver required
by statute or treaty.

(b) The electromagnetic field from
receivers required by statute or treaty
must not exceed the following value at
a distance over sea water of one nau-
tical mile from the receiver:

Field inten-
. . . sity in

Frequency of interfering emissions microvolts

per meter

Below 30 MHz 0.1
30 to 100 MHz 3
100 to 300 MHz 1.0
Over 300 MHz 3.0

or

Deliver not more than the following
amounts of power, to an artificial an-
tenna having electrical characteristics
equivalent to those of the average re-
ceiving antenna(s) use on shipboard:

Power to

Frequency of interfering emissions ar?lre“rf:glaalin
microwatts
Below 30 MHz 400
30 to 100 MHz 4,000
100 to 300 MHz 40000
Over 300 MHz 400,000
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§80.219 Special requirements for nar-
row-band direct-printing (NB-DP)
equipment.

NB-DP and data transmission equip-
ment installed in ship and coast sta-
tions before October 1, 1990, that oper-
ates on the frequencies in the 4,000-
27,500 kHz bands must be capable of op-
eration in accordance with the tech-
nical requirements of either CCIR Rec-
ommendation 476 or CCIR Rec-
ommendation 625 and may be used in-
definitely. Equipment installed on or
after October 1, 1990, must be capable
of operation in accordance with the
technical requirements of CCIR Rec-
ommendation 625. NB-DP and data
transmission equipment are addition-
ally permitted to utilize any modula-
tion, so long as emissions are within
the limits set forth in §80.211(f) and the
equipment is also capable of operation
in accordance with CCIR recommenda-
tion 625.

[62 FR 40306, July 28, 1997]

EFFECTIVE DATE NOTE: At 68 FR 46966, Aug.
7, 2003, §80.219 was revised effective October
6, 2003. For the convenience of the user the
revised text is set forth as follows:

§80.219 Special requirements for narrow-
band direct-printing (NB-DP) equipment.
NB-DP and data transmission equipment
installed in ship and coast stations before
October 1, 1990, that operates on the fre-
quencies in the 4,000-27,500 kHz bands must
be capable of operation in accordance with
the technical requirements of either ITU-R
Recommendation M.476-5, ‘‘Direct-Printing
Telegraph Equipment in the Maritime Mo-
bile Service,” with Annex, 1995, or ITU-R
Recommendation M.625-3, ‘‘Direct-Printing
Telegraph Equipment Employing Automatic
Identification in the Maritime Mobile Serv-
ice,” with Annex, 1995, and may be used in-
definitely. Equipment installed on or after
October 1, 1990, must be capable of operation
in accordance with the technical require-
ments of ITU-R Recommendation M.625-3,
“Direct-Printing Telegraph Equipment Em-
ploying Automatic ldentification in the Mar-
itime Mobile Service,” with Annex, 1995. NB-
DP and data transmission equipment are ad-
ditionally permitted to utilize any modula-
tion, so long as emissions are within the lim-
its set forth in §80.211(f) and the equipment
is also capable of operation in accordance
with ITU-R Recommendation M.625-3, “‘Di-
rect-Printing Telegraph Equipment Employ-
ing Automatic Identification in the Mari-
time Mobile Service,” with Annex, 1995. ITU-
R Recommendations M. 476-5 and M.625-3



